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LF40P12 Series 

 
 AIR PERFORMANCE SHAPE AND DIMENSION 

Litzen: AWG28

sw=GND, rt=+VDC
(ge=FG, br=PWM)
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PERFORMANCE  
 

 
 

LF40P12SE LF40P12FSE LF40P12PSE 

Operating voltage [VDC] 10.2 … 12 … 13.8 

Typ. operating current [mA] 50 

Max. start current [mA] 140 

Max. air flow [l/min-m3/h] 230-13.8 

Max. air pressure [Pa-mmH2O] 33.0-3.36 

Typ. noise (1m from air intake side) [dB(A)] 28 

Typ. Rotor speed (100% PWM) [min-1] 7500 

FG output Imp/U] - 2 2 + PWM 

Operating temperature [°C] -10 … +80 

Life expectancy L10/MTBF@ 40°C                     [h] 70000/550000 

Bearing system  MagFix Sleeve Bearing 

Weight [g] 12 

 

  

 

Air Flow 
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No obstruction within 1mm from air intake side 

Lead wire: AWG28 

blk=GND, red=VCC, 

yel=FG, or=PWM 
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LF40P12 Series 

• ALARMSIGNAL  

The SEPA® fan LF40P12F/LF40P12P include a pulse output, which allows monitoring the correct function of the fan. 

The pulse is like the rectangular wave, the frequency correlates to 2x rotor speed. The amplitude appears periodically. 

At blocked rotor the output signal could be L (0,4V) oder Vcc.  

Important: The pulse output is not protected against short circuit and must not be connected to GND od VCC without 

series resistor. A pull-up-resistor is needed. Insulate not used pulse output. 
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SIGNAL 

Run: L=0.4 Vmax; H=Vcc; Stop: H or L 
T=7.3 msec  

 

5mAmax 

Pull-Up-res. 
 

 

 

• PWM 

• Low=0 … 0.7𝑉𝑚𝑎𝑥   High=VCC 

• f=23kHz 

• Pulse width modulation 30 … 100% 

• Startup duty cycle minimum 35% 

• If fan power supply is off, do not input control signals into the PWM terminal!  

 

 

 

 

• ORDER INFORMATION 

 

LF40P12SE  SEPA® fan, 40x40x10mm,12VDC, MagFix sleeve bearing, CE T.B.D. 

LF40P12FSE SEPA® fan, 40x40x10mm,12VDC, MagFix sleeve bearing, FG, CE 111111822 

LF40P12PSE SEPA® fan, 40x40x10mm,12VDC, MagFix sleeve bearing, FG, PWM, CE 111111748 

 

 

 


